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NOTICE:
THIS DRAWING AND THE INFORMATION
HEREIN CONTAINED ARE THE PROPERTY

OF ZERODT LLC WHICH HAS FURNISHED
HERE IN CONFIDENCE WITH THE
UNDERSTANDING AND CONDITION THAT THE
PERSONS, FIRMS, OR CORPORATIONS
RECEIVING THIS DRAWING AND INFORMATION
SHALL BY THE ACT OF RECEIVING THEM BE
DEEMED TO HAVE AGREED TO USE THIS
DRAWING AND INFORMATION EXCLUSIVELY
AS A STANDARD PACKAGE AND/OR AS
MODIFIED FOR A SPECIFICALLY DESIGNATED
PROJECT AND TO RETURN THIS DRAWING
PROMPTLY UPON REQUEST.

Vista Superior

CAUTION: TO REDUCE THE RISK OF IGNITION
OF HAZARDOUS ATMOSPHERES, DISCONNECT
THE DEVICE FROM THE SUPPLY CIRCUIT

BEFORE OPENING. KEEP ASSEMBLY TIGHTLY

Cables de cobre trenzado 16 BECORE OPENNG Kep ass M

Install in accordance with the National Electrical

AWG de 30 cm (pueden

cortarse al largo necessario)

DESCRIP. SASD, 24V, 2 LOOP (4-WIRE)

CUST.PO#| —
ISSUED IFC
SCALE 11

A -

0.75"

AN

18.9 mm
24-2 505 Zem,

www.zerodt.net

1.00"
|
935 ELDRIDGE ROAD

25.4 mm Vista Derecha

OFFICE: (713) 614-8737
EMAIL: sales@zerodt.net

Vista Frontal
8 7 \ 6 5 -~ 4 3 2 1

Orawn By: AS. —

Al - -



